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CONCRETE:  over base rock.

CLAY (CH):  dark greenish gray.

Lithology between 1-45' from MW-9 and drill cuttings.

SILT (ML):  with clay.

SAND with Silt (SM):  gray.

CLAY (CL):  brown.

Gray.

Drilling Time (start, end) 08:30 - 13:30

Notes: Drilled to 40' without sampling to set conductor casing, set conductor casing at 40'; drilled to 57' with 8" HSA.

Grout

See site plan, adjacent to MW- 9Boring No.

MW Installed:

Drilling Method: 14-in Mud Rotary/8-in Hollow-Stem Auger
Chips

Drilling Contractor: Weeks Drilling & Pump Co.

MW-10D
Logged By: Stephen Knüttel

Auger Depth, ft: 55.5

Y

Checked By:
See Unified Soil Classification System (USCS)
for Legend and information not noted.

Cement

Boring Location:

69.6

Driller's Name: Tim Teller
N

Cement Bentonite:

if no, boring backfilled with:

Sampling Method: CMSS

Date (start, end): 1/19/05 - 1/19/05

Total Depth, ft: 57.0

Hammer weight / fall: 140 lbs / 30 inch
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Appendix A
MW-10D
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6100 Sebastopol Road,
Sebastopol, California 95473
Job Number:  01203340.00

Figure:
Weeks Drilling & Pump Co., Inc.

Ph.: 707-546-9461  Fax: 707-544-5769

3645 Westwind Boulevard
Environmental Consultants

Santa Rosa, California  95403
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CLAYEY SAND (SC):  dark greenish gray to olive gray,
fine grained sand, minor medium to coarse grained sand,
trace fine gravel, moist to wet.
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MW-10D
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6100 Sebastopol Road,
Sebastopol, California 95473
Job Number:  01203340.00

Figure:
Weeks Drilling & Pump Co., Inc.

Ph.: 707-546-9461  Fax: 707-544-5769

3645 Westwind Boulevard
Environmental Consultants

Santa Rosa, California  95403
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SILTY SAND (SM):  olive gray to dark gray, fine grained
sand, wet.

SILTY SAND with Gravel (SM):  olive gray to dark gray,
fine to coarse grained sand and fine gravel, rounded,
moist to wet.

SAND (SP):  dark gray, fine to medium grained sand,
minor silt, wet.

SILT with Sand (ML):  dark gray, very fine to fine
grained sand, moist to wet.

TOTAL DEPTH = 57.0 FEET
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Lithologic Description and Drilling Comments:
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6100 Sebastopol Road,
Sebastopol, California 95473
Job Number:  01203340.00

Figure:
Weeks Drilling & Pump Co., Inc.

Ph.: 707-546-9461  Fax: 707-544-5769

3645 Westwind Boulevard
Environmental Consultants

Santa Rosa, California  95403


